SHENZHEN XIEJIA ELECTRONICS CO.,LTD.| XH4HR% XJ-SP-2401A
B mhEBRFEHERADA KA B 2005 £ 8 A 9 H
SPECIFICATION #ik35 %A MR ®1W 3|
MODEL NO.
Pz B4 g% . AS-203B
DRAWN #i77T APPD. & #it
1. RATING (& & f8) : AC 250V 1A / DC 12V 1A
2. ELECTRICAL CHARACTERISTICS (HAM:REH):
ITEM TiH TEST CONDITIONS R4t PERFORMANCE  #i#&
CONTACT
5 1| RESISTANCE |MEASURED AT 1KHz SMALL CURRENT(100 mA OR LESS) 50mQ MAX.
5 fih £, L 7E 1KHz /N (L00mA) BATREA . 50 ZRK LA T .

APPLY A VOLTAGE OF 500V DC FOR 1 MIN.
TO FOLLOWING PORTIONS AFTER WHICH MEASUREMENT
SHALL BE MADE:

(1) BETWEEN BODY AND CONDUCTOR

INSULATION | (2) BETWEEN CONDUCTORS NOT TO BE CONTAC 100MQ  MIN

2.2 | RESISTANCE | (3) BETWEEN CONDUCTORS NOT TO BE WHEN PLUG IS INSERTED. 100 Sk K L -

MR | g\ 500V DC UK 14040, 30 TRy VIR
(1) R SHRZ .

(2) RE:AAHEMZ 8]

(3) HESLABN MR B 28]

AC 500V rms(50-60Hz)FOR 1 MIN TRIP CURRENT:0.5 mA
(1) BETWEEN BODY AND CONDUCTOR

(2) BETWEEN CONDUCTORS-NOT TO BE CONTACT
DIELECTRIC | (3) BETWEEN CONDUCTORS NOT TO BE WHEN PLUG IS INSERTED.| WITHOUT DAMAGE TO

\ _ : ——— \ PARTS ARCING OR
2.3 S%Q}GETH ggg&;ﬁ%\/—@o fHT et TGRS UL T BREAKDOWN ETC.

(1) FEEESHEZ M. BEAGHAERF .
(2) AR 2 18]
(3) fEkEmANANERMHABZ [ .
3 _MECHANICAL CHARACTERISTICS (il fE %1% )
ITEM J5H TEST CONDITIONS R4+ PERFORMANCE %

CONNECTION MEASUREMENT SHALL BE MADE AFTER CONNECTING AND
FORCE DISCONNECTING USING STANDARD PLUG GAUGE 3 TIMES. (0.3~2Kgf)

BwWANDE WHEFFAER) PLUG GAUGE /i 3 WK3kIEBIIE .

3.1
DISCONNECTION | MEASUREMENT SHALL BE MADE AFTER CONNECTING AND
FORCE DISCONNECTING USING STANDARD PLUG GAUGE 3 TIMES. (0.3~1.5KgF)
w"l o E KAEFFAER) PLUG GAUGE 1 3 WIRIEFWISE «
THERE SHALL BE NO DAMAGE
A STATIC LOAD OF (300 gf) SHALL BE APPLIED | 1O THE TERMINAL SUCH AS
TERMINAL 1 16 THE TIP OF THE TERMINAL FOR 1 MIN IN | CRACKS, LOOSENESS OR PLAY.
3.2| STRENGTH | o THE P1E 2 ELECTRICAL AND MECHANICAL
i 7 ot i - CHARACTERISTICS SHALL BE

Eﬁ%—/l‘jirﬂﬁ‘lﬁ'ﬁfﬂ%bﬂi(?)oo gﬂﬁgﬂﬂiﬁ,ﬁﬂﬁlﬁ 1%- SATISFIED .

FEHM T BRERIT 35
SR THUM . SR
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4. DURABILITY (MiFAHE):
ITEM TiH TEST CONDITIONS  JuiR4&ft PERFORMANCE  #i#%
THE TOP OF THE TERMINALS SHALL BE
SOLEf$¢B" DIPPED 2mm IN THE SOLDER BATH OF THE AREA OF SOLDERING
4.1 230+5°C FOR 3+0.5 SECONDS. -
TEST \ o \ o SHOULD BE OVER 75%.
ks | BT IERBEA GRS 2mm 5, & VEBTREA 75 L.
R 230+5°C, Wf[E]% 3+0.5 #.
SOLDER BATH METHOD:
SOLDER TEMPERATURE 260+5°C IMMERSION
TIME 3+0.5 SEC IMMERSION DEPTH UP TO
REsISTANCE| THE SURFACE OF THE BOARD THICKNESS OF | wyqpo 1 DEFORMATION OF CASE OR
PRINTED WIRING BOARD 1.6mm DIMENSIONS
TO EXCESSIVE LOOSENESS OF TEMINALS
4.2| soLDERING | OF COMPONENT HOLES IN THE PRINTED WIRING | & - ~rpycal CHARACTERISTICS SHALL
- BOARD SHALL BEING ACCORDANCE WITH THOSE
%TE%T@E; SPECIFIED IN THIS SPECIFICATION. Slfwsﬂégglﬁ?*;&?mm N
‘ PR AR [ (IR BE B I 7E 260+5°C |3 » Heih : de
e 3+0.5F , F(EBREE N 1.6mm
WITHOUT LOAD:
CONNECT ION"AND DISCONNECTION SHALL (1) CONTACT RESISTANCE SHALL
BE MADE WITH THE MATING PLUGS AND BE 100mQ MAX.
JACKS FOR 5,000 CYCLES AT A SPEED
OF 10 TO 25 CYCLES/MIN. (2) MECHANICAL AND ELECTRICAL
LIFE TEST | 54 2. CHARACTERISTICS SHALL BE
43 arn s _ N . SATISFIED.
BEET Bk plug(REZEETHOM)E
WA, K.
@) He. HETHM. Bt
THE JACK SHALL BE STORED AT A TEMPERATURE | o (0 oo o i o
OF 85:2'C FOR 96 HOURS.AND THEN IT SHALL | ,ootr 2
HEAT TesT | BE SUBJECTED TO THE CONTROLLED RECOVERY | Cointferss oo b onn
4.4 X CONDITIONS FOR 1 HOUR AFTER WHICH
M #GAK | \EASUREMENT SHALL BE MADE. g:#TéEIEEISTICS SHALL BE
EFEEE 85+2°CHillik 96 /M5, B E IEHW o O,
. N ’ MIERE, WETHM, Bastat.
SEiE R 1 /N R ¢




SHENZHEN XIEJIA ELECTRONICS CO.,LTD.

RS

XJ-SP-2401A

B mhEBRFEHERADA KA B 2005 £ 8 A 9 H
SPECIFICATION ¥tk %A KR 3 W 3|

THE JACK SHALL BE STORED AT A TEMPERATURE

OF -25+3C FOR 96 HOURS. AND THEN IT SHALL
BE SUBJECTED TO THE CONTROLLED RECOVERY

a.5| “OLD TEST | coNDITIONS FOR 1 HOUR AFTER WHICH
W4 3% | MEASUREMENT SHALL BE MADE.
B -253°C il 96 NI , BB M8 THERE SHALL BE NO DAMAGE ON
g APPEARANCE .
L ARRIUE. MECHANICAL AND ELECTRICAL
CHARACTERISTICS SHALL BE
THE JACK SHALL BE STORED AT A TEMPERATURE | SATISFIED.
OF 40+2°C AND A HUMIDITY OF 90% TO 96% FOR | #MRERH, WE THUR, fRat:RE.
HUMIDITY |96 Hr. THEN THE JACK SHALL BE MAINTAINED
4.6 TEST AT STANDARD ATMOSPHERIC CONDITION FOR 1
¥IiEA% | Hr FOR OTHER PROCEDURES.
HE 4012°C . FIAHITEE R 90~96%Hr ¥R3EH 96
INEFJE , FRRERERROCEE IE & PR 1 /i R AT IR
UNLESS OTHERWISE SPECIFIED.
THE STANDARD RANGE OF ATMOSPHERIC
CONDITIONS FOR MAKING MEASUREMENTS
AND TESTS ARE AS FOLLOWS:
STANDARD | (1) AMBIENT TEMPERATURE : 5°C TO 35C
4 7| ATMOSPHEIC | (53 RELATIVE HUMIDITY : 45% TO 85%
CONDITIONS | (35 AJR PRESSURE -z 86Kpa TO 106Kpa
AR | 22 g5 5 ot F RIS B, AR F:
(1) EEHN 5<35C.
(2) BN 45%~85%.
(3) KJEN 86Kpa~106Kpa.
PRACTICAL
4_g|TEMPERATURE| -16'C~+60C=
) RANG 7E-16°C~+60°C LB WA .

A5 PRI 9L P Vs




