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MODEL NO.
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DRAWN il 3T APPD_H =
1. RATING (Hi & f8) : DC 12V 50mA
2. ELECTRICAL CHARACTERISTICS (B MEEEIFR):
ITEM TiH TEST CONDITIONS  WR&M: PERFORMANCE  #i#%
CONTACT
5 1| RESISTANCE | MEASURED AT 1KHz SMALL CURRENT(100 mA OR LESS) | 100mQ MAX.
7E 1KHZz SN (100mA AR WA . 100 ZRK LA T,
B fol HL PH
APPLY A VOLTAGE OF 100V DC FOR 1 MIN.
TO FOLLOWING PORTIONS AFTER WHICH
INSULATION MEASUREMENT SHALL BE MADE.
(1) BETWEEN BODY AND TERMINAL.
2.2 | RESISTANCE | (2) BETWEEN TERMINALS. iggggwﬂiﬁé
WHHBE | A 100V DC HIE 1 400, $ LR B 7 v U - :
(1) SheSHZ R .
(2) sy lH.
AC 250V (50-60Hz)FOR 1 MIN TRIP CURRENT:0.5 mA
(1) BETWEEN TERMINALS.
DIELECTRIC | (2) BETWEEN INDIVIDUAL TERMINAL AND_FRAME. WITHOUT DAMAGE TO
2.3| STRENGTH | #IA AC 250V(50-60HZ)HfE , 14 St EERTEA 0.5 mA, 3% EQEX?DS/’?’S'Q%OR
firf B AT i o7 R AR - &ﬁ%%ﬁ%%#ﬁ
(1) HeBAHE Z A - -
(2) HeHS55M T2
3. MECHANICAL CHARACTERISTICS (HLiitE BRI
ITEM TiH TEST CONDITIONS  Mlik&M PERFORMANCE  #i4&
OPERATING
3.1 FORCE NE=T
YEzh 11
MECHANICAL AND
ELECTRICAL
TERMINAL A STATIC LOAD OF (300 gf) SHALL BE APPLIED | CHARACTERISTICS SHALL BE|
STRENGTH TO THE TIP OF THE TERMINAL FOR 1 MIN IN | SATISFIEDWITHOUT DAMAGE]
3.2 >l s ANY DIRECTION. OR EXCESSIVE LOOSENESS
i PEAER — AT L(300 gF) HREAR, FE%Y 1 4644, | OF ACTUATOR.
PR RERIT %R
W, WETHYM. Rk,
UNLESS OTHERWISE SPECIFIED, THE STANDARD
RANGE OF ATMOSPHERIC CONDITIONS FOR MAKING
MEASUREMENTS AND TESTS ARE AS FOLLOWINGS:
STANDARD (1) AMBIENT TEMPERATURE: 5C TO 35TC
ATMOSPHERIC | (2) RELATIVE HUMIDITY : 45% TO 85%
3-3| CONDITIONS | (3) AIR PRESSURE : 80Kpa TO 106Kpa
WRAFERA | ERERENER TIUREE. BE. SKEWT:
(1) #HEH5C~35C.
(2) ®EH 45%~85%.
(3) KIJEN 80Kpa~106Kpa.
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PRACTICAL
3.4 TEMSEEQEURE %Lﬁ;(é-;;ﬁ?e%cﬂﬁwﬁm
e PR P
4. DURABILITY (ﬁfiﬁ%):
ITEM IiH TEST CONDITIONS iR 44t PERFORMANCE ks

SOLDERA-BI

THE TOP OF THE TERMINALS SHALL BE
DIPPED 2mm IN THE SOLDER BATH OF

41 LITY 230+10°C FOR 3+0.5 SECONDS.. THE AREA OF SOLDERING.
TEST ‘ - ! - oS- SHOULD BE OVER 75%
Efﬁ‘ﬁﬁﬁ% ﬁ?ﬁ%ﬁ&%%%mqﬂ 2mm ‘fdl'l_\é’ YD‘E]IIE){J ﬁ%ﬁ*ﬁgﬁ 75%uj:_
230+10°C, Hf[EA 3+0.5 F.
(1) . TEMPERATURE AND IMMERSING TIME
HE KRB
TEMPERATURE TIME
BHE CC) pE (S)
DIP SOLDERING
- A + +
w5 26045 3+]
MANUA;?OE;ERING >\ »
THERE SHALL BE NO DEFORMATION
RESISTANCE| (2) . IMMERSION DEPTH: OF THE SWITCH. MECHANICAL AND
TO IMMERS 10N DEPTH UP TO THE SURFACE OF THE BOARD| ELECTRICAL CHARACTERISTICS
4.2| SOLDERING | THICKNESS OF PRINTED WIRING-BOARD 1.6mm | SHALL BE SATISFIED.
HEAT TEST | yisgipem ¢ FELEZT , e TFHM. BAHERE.
W AERE | 1230008 239 (PCB) Ar JLFEE Y 1.6mm.
E
(3) .WAVE SOLDERING
Prigrel
(A) _260+5°C 5 SCE.MAX.
(B)~ PREHEAT TIME SHALL BE 30 SECONDS
MAX..
AT 100°C MAX.
k2 100CF, 30 BLAASER.
WITHOUT LOAD- (1) CONTACT RESISTANCE SHALL
AN ACTUATOR SHALL BE SUBJECT TO 100,000 BE 200mQ MAX.
LIEE TEST | CYCLES AT A SPEED OF 60 CYCLES FOR 1 MIN.| (2) MECHANICAL AND ELECTRICAL
4.3 . E - CHARACTERISTICS SHALL BE
A iR s WA . ‘ SATISFIED.
{4 LAY 61 60 YCHBIRAE 100,000 IZES | (13 g bRl 200m0
N l‘ . =
S, (> HE. WETFHM. hfa.
THE SWITCH SHALL BE STORED AT A TEMPERATURE
OF 85+2°C FOR 96 HOURS AND THEN IT SHALL XEEEiRiEQEL BE NO DAMAGE ON
44| HEAT TEST EgNgfifEEEEEO;OIT:EUSO§E$EELﬁﬁIEECOVERY MECHANICAL AND ELECTRICAL
i [LE:37E CHARACTERISTICS SHALL BE

MEASUREMENT SHALL BE MADE.
B E 85+2 CH MR 96 /MG , FEIEH
FEH 1 /RN E

SATISFIED.
SARRTESEH: , W TP, rastERg




SHENZHEN XI1EJIA ELECTRONICS CO.,LTD.

SR XJ-SP-3104

WY W o R E LT R RATHHEA | 2005 4£ 12 H 9 H

SPECIFICATION ¥i#+H

% A R HI3IW H3IW

THE SWITCH SHALL BE STORED AT A
TEMPERATURE OF —25+3°C FOR 96 HOURS

COLD TEST| AND THEN IT SHALL BE SUBJECTED TO THE
4.5 fildix1e | CONTROLLED RECOVER CONDITIONS FOR 1 HOUR
AFTER WHICH MEASUREMENT SHALL BE MADE.
BB LEEE-25+3CH 96 /M), B E HIREE
B L /NEESRTSE .
THE SWITCH SHALL BE STORED AT A TEMPERATURE
OF 40+2°C AND A HUMIFITY OF 90% TO 96% FOR
HUMIDITY | 96 HOURS,THEN THE SWITCH SHALL BE MAINTAINED
4.6| TEST AT STANDARD ATMOSPHERIC CONDITION FOR 1 Hr
¥R 5% | FOR OTHER PROCEDURES BE MADE.

BE 40+2°C . FIAEXHEE A 90~96%FF 5% 96 /s
e , BB RERRBZE IE H 3R58 1 /NI 5 34T TR

THERE SHALL BE NO DEFORMATION
OR CRACKS IN MOLDED PART.

SMRTERE W THM. rdstEee.

CODE O/FORCE

100gf+30gF

130gf+30gF

160gF+50gF

170gft+50gf

190gf+50gF

250gf+100gf

350gF+100gF

DIZIN<|=IX<|d

500gF+150gF







