SHENZHEN X1EJIAELECTRONICS CO.,LTD.| X5 XJ-SP-3232
R B N RATH 2005 4 9 H 16 H
SPECIFICATION k& 5 AR F1W H£3W
MODEL NO.
e . TD-12EF TD-12XF
DRAWN ] i1 APPD. & #=
1. RATING (& = ) : DC 12V 50mA
2. ELECTRICAL CHARACTERISTICS (EATEREFFER):
ITEM TiH TEST CONDITIONS  Jllik&AF PERFORMANCE  #i#&
5 1 R,ECSOINSTTA,ENTCE MEASURED AT 1KHz SMALL CURRENT(100 mA OR LESS) | 100mQ MAX.
B fi e, B 7£ 1KHz /MR (L00mA BUTF) WA . 100 ZEK LT,
APPLY A VOLTAGE OF 100V DC FOR 1 MIN.
TO FOLLOWING PORTIONS AFTER WHICH
INSULATION MEASUREMENT SHALL BE MADE.
(1) BETWEEN BODY AND TERMINAL.
2.2| RESISTANCE | (2) BETWEEN TERMINALS. 188“’;?&“”&'&
WEHBI | @A 100V DC HLFE 14, 15 DU F B A - .
D) AEE5HEZ .
(2) sy lH.
AC 250V (50-60Hz)FOR 1 MIN TRIP CURRENT:0.5 mA
(1) BETWEEN TERMINALS.
DIELECTRIC | (2) BETWEEN. INDIVIDUAL TERMINAL AND FRAME. WITHOUT DAMAGE TO
2.3| STRENGTH I AC_250V(50-60Hz) i JE , 1 7} S il 0.5 mA 3% EQEEDQWR’SIQTGCOR
(1) HMHEEZIE i ;
(2) HH 55T (E
3. MECHANICAL CHARACTERISTICS (HLHR ™ B#H5)
ITEM IH TEST -CONDITIONS  Jllik%&AE PERFORMANCE  #i#%
OPERATING 180gf+50gF
3.1 FORCE OR
Ve 5 250gf+100gF
MECHANICAL AND
ELECTRICAL
TERMINAL A STATIC LOAD OF (300 gf) SHALL BE APPLIED | CHARACTERISTICS SHALL BE|
STRENGTH TO THE TIP OF THE TERMINAL FOR 1 MIN IN | SATISFIEDWITHOUT DAMAGE]
3.2 o R ANY DIRECTION. OR EXCESSIVE LOOSENESS
ek PEALRE—ATTRKAIRIN (300 gf)HBENR, Ty 1 /b | OF ACTUATOR.
s FHRERIT %R
W, WETHU. R,
UNLESS OTHERWISE SPECIFIED. THE STANDARD
RANGE OF ATMOSPHERIC CONDITIONS FOR MAKING
MEASUREMENTS AND TESTS ARE AS FOLLOWS:
STANDARD (1) AMBIENT TEMPERATURE: 5C TO 35T
ATMOSPHEIC (2) RELATIVE HUMIDITY : 45% TO 85%
3-3| CconDITIONS | (3) AIR PRESSURE : 80Kpa TO 106Kpa
WRAFHERA | ERFRENER TIRERE. BE. SEWT:
(1) BEAH5C~35C.
(2) BEH 45%~85%.
(3) AJEN 80Kpa~106Kpa.




SHENZHEN XI1EJIAELECTRONICSCO.,LTD.| XH4HR%5 XJ-SP-3232
L iR N N S KA H 2005 £ 9 H 16 H
SPECIFICATION #ik35 % A MR ®2W 3|
PRACTICAL
TEMPERATURE | -16°C~+60°C .
341 Rance FE-16"C~+60°CIR B Py (i
FHEEER
4. DURABILITY (jif%i%) :
ITEM TiE TEST CONDITIONS  iliR&f PERFORMANCE RS
WITHOUT LOAD- (1) CONTACT RESISTANCE SHALL
AN ACTUATOR SHALL BE SUBJECT TO 100,000 BE 200mQ MAX.
LIEE TEST | CYCLES AT A SPEED OF 60 CYCLES FOR 1 MIN. (2) MECHANICAL AND ELECTRICAL
4.1 . Py CHARACTERISTICS SHALL BE
F Ay %"H'L ” N SATISFIED.
v T ISR 60 KA 100,000 B2 (1) BABRREET 20010
: () HE. BmETIM. BISHERE.
THE SWITCH SHALL BE STORED AT A TEMPERATURE
OF 85+2°C FOR 96 HOURS.: AND THEN IT SHALL
HEAT TEST | BE SUBJECTED TO THE CONTROLLED RECOVERY
4.2 "rprgs | CONDITIONS FOR 4' HOUR AFTER WHICH
WA | MEASUREMENT.SHALL BE MADE.
MEERE 8542 CHlA 96 NG , R EIEH
FEP 1 IR E
THE SWITCH SHALL BE STORED AT A
TEMPERATURE OF —2543°C FOR 96 HOURS.
4.3 COLD TEST | AND THEN IT SHALL BE SUBJECTED TO THE THERE SHALL BE NO DAMAGE ON
“°| Ff#Rg | CONTROLLED RECOVER CONDITIONS FOR 1 HOUR APPEARANCE .
AFTER WHICH MEASUREMENT SHALL BE MADE. MECHANICAL AND ELECTRICAL
BB ERE-25+3°CH 96 /MG, B E IR TG CHARACTERISTICS SHALL BE
1 /BRI SE o SATISFIED.
SRTCRH , R THI, BaStERE.
THE SWITCH SHALL BE STORED AT A TEMPERATURE
OF 404+2°C AND A HUMIFITY OF 90% TO 96% FOR
HUMIDITY | 96 HOURS.THEN THE SWITCH SHALL BE MAINTAINED
4.4| TEST AT STANDARD ATMOSPHERIC CONDITION FOR 1 Hr
#I¥A% | FOR OTHER PROCEDURES BE MADE.

E 40+2°C . FIAEXHEE A 90~96%FR I H 96 /)
WG , FERFERUSFE IE B 2R84 /MR 4T IR
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HAND SOLDERING:
(1). DEVICE:SOLDER IRON

A_.350C° Max.3sec.Max.
B.270C° Max.5sec.Max.
(2) . REFLOW SOLDERING
FAR:

(1). TR &%

A_.350C° Max.3sec.Max.
B.270C° Max.5sec.Max.

(2). [EE
4.5 SOLDERING
“~|CONDITIONS ©
mEEs | S
g 230
8 200
E 170
'EB
& 100
| 110 ?‘J;/SEE. |
<

20 F}/sec.

E— ﬁf&ﬂ/Time(sec.)

THERE SHALL BE NO DAMAGE ON
APPEARANCE.

MECHANICAL AND ELECTRICAL
CHARACTERISTICS SHALL BE
SATISFIED.

SPMTERF , W THUINR, HHastEge

CODE O/FORCE
X 160gF+50gF
Z 250gF+100gF




