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SPECIFICATION #l#%1 % B AR #1770 3R
MODEL NO.

F° fh % # .DS-012 DS-015 DS-016 DS-025 DS-026 DS-027 DS-035
DS-036 DS-046 DS-056 DS-057 DS-076 DS-086

DRAWN ﬂ“lﬂ T APPD. & =
1. RATING (& = ) : DC 30V 0.3A
2. ELECTRICAL CHARACTERISTICS (HAM:REH):
ITEM TiH TEST CONDITIONS M4 PERFORMANCE  #i#%
CONTACT
5 1| RESISTANCE | MEASURED AT 1KHz SMALL CURRENT(100 mA OR LESS) | 100mQ MAX.
B i o, B £ 1KHz f/h B (100mA BLF) IR . 100 ZRK AT .

APPLY A VOLTAGE OF 500V DC FOR 1 MIN.
TO FOLLOWING PORTIONS AFTER WHICH MEASUREMENT
SHALL BE MADE:

(1) BETWEEN BODY AND CONDUCTOR

INSULATION | (2) BETWEEN CONDUCTORS NOT TO BE CONTAC 100MQ  MIN

2.2| RESISTANCE | (3) BETWEEN CONDUCTORS NOT TO BE WHEN PLUG IS INSERTED. 100 3k Bk bl -

et LN #I\ 500V DC BLJE 1 4M5k, 45 L0 T By vl -
(1) HERASHEHZ .

(2) REARFIHEH 2 8] .

(3) HLIBAN A Bl 2 7] .

AC 500V rms(50-60Hz) FOR 1 MIN TRIP CURRENT:0.5 mA
(1) BETWEEN BODY AND-CONDUCTOR

(2) BETWEEN CONDUCTORS NOT TO BE .CONTACT
DIELECTRIC | (8) BETWEEN CONDUCTORS-NOT TO.BE WHEN PLUG IS INSERTED.| WITHOUT DAMAGE TO
5> 3| STRENGTH | #iA AC 500V(B0-60HZ)HL/E , 1AM iRk 0.5mA #BIF | PARTS ARCING OR

i B s BEfb 7 R - BREAKDOWN ETC.

(1) FERESHMZ R . BALGHIARERE .
(2) AEALEIHERZ 1A .
(3) HELABAN T HefuHE 2 18] .
3. MECHANICAL CHARACTERISTICS CHLMTE e 315 )
ITEM H TEST CONDITIONS  JiR4fF PERFORMANCE  #i#%

CONNECT ION MEASUREMENT SHALL BE MADE AFTER CONNECTING AND
FORCE DISCONNECTING USING STANDARD PLUG GAUGE 3 TIMES. (0.3~3Kgf)

BANE WAEFRUER) PLUG GAUGE /it 3 YRk #E 5 I 5E «

3.1
DISCONNECTION | MEASUREMENT SHALL BE MADE AFTER CONNECTING AND
FORCE DISCONNECTING USING STANDARD PLUG GAUGE 3 TIMES. (0.3-3KgfF)
wihE WABFFAER) PLUG GAUGE ff 3 WRIRHE G IIE «
THERE SHALL BE NO DAMAGE
TO THE TERMINAL SUCH AS
TERMINAL A STATIC LOAD OF 300gf SHALL BE APPLIED Eiég%cﬁoiﬁ“ﬁsécﬁﬁ :_éATL-
30 STRENGTH TO THE TERMINAL FOR 15 SEC.IN ANY DIRECTION CHARACTERISTICS SHALL BE

WTURE | FEHBAREEE R 300F AR, A 155 . | SATISFIED.

FEHW BRI MEIFRN
R THUN - stk ae.
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4. DURABILITY (fif %) :
ITEM JiH TEST CONDITIONS  JUiR4&At PERFORMANCE  #i#%
THE TOP OF THE TERMINALS SHALL BE
50LE$$$B" DIPPED 2mm IN THE SOLDER BATH OF THE AREA OF SOLDERING
4.1 230+5°C FOR 3+0.5 SECONDS. -
TEST ‘ - - o SHOULD BE OVER 75%.
R 230+5°C, H}EA 3+0.5 #b.
(1) . TEMPERATURE AND IMMERSING TIME
B KR %R
TEMPERATURE TIME
wWE CC) pEl (S)
DIP SOLDERING 26045 2t
RESISTANCE o * 1 WITHOUT DEFORMATION OF CASE OR
TO MANUALSOLDERING EXCESSIVE LOOSENESS OF TEMINALS
4.2| SOLDERING - 360+10 31 ELECTRICAL CHARACTERISTICS SHALL
HEAT TEST BE SATISFIED.
T PR (2) .IMMERSION DEPTH: KT, et & FHLBR. FRastERe.
IMMERS 10N DEPTH UP TO THE SURFACE OF THE BOARD
THICKNESS OF PRINTED WIRING BOARD 1.6mm
BB
BB B2 (PCB) RE1EFEL 1. 6mn.
WITHOUT LOAD:
CONNECT ION-“AND D ISCONNECTION SHALL
BE MADE WITH THE MATING PLUGS AND (1) CONTACT RESISTANCE SHALL
JACKS FOR 55000 CYCLES AT A SPEED BE 200mQ MAX.
OF 10 TO 25 CYCLES/MIN. (2) MECHANICAL AND ELECTRICAL
LIFE TEST | —oae. CHARACTERISTICS SHALL BE
4.3 iR T — = . SATISFIED.
KBS TR plug(REZEIETHOKDE
) . M4 Y
%ﬁ\*@";g 10-25 (L, #AT 5,000 (1) BfbEREET 200n0Q.
> ° ) He. BETHM. Bastket.
THE JACK SHALL BE STORED AT A TEMPERATURE | o o\ oo oo o o
OF 85+2'C FOR 96 HOURS AND THEN IT SHALL | ,oor o
4 4| HEAT TEST 55N§?$ﬂ5§§E3ﬁT3 LBERC2§;§SWhﬁa}FECOVERY MECHANICAL AND ELECTRICAL
4 R CHARACTERISTICS SHALL BE

MEASUREMENT SHALL BE MADE.
MEAERE 85+2°CH A 96 /MG , HREEWR
A 1 /MRRHUE.

SATISFIED.
IR, R THU, A tERe.
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COLD TEST

THE JACK SHALL BE STORED AT A TEMPERATURE

OF -25+3C FOR 96 HOURS AND THEN
BE SUBJECTED TO THE CONTROLLED RECOVERY

4.5 CONDITIONS FOR 1 HOUR AFTER WHICH

W R% | NEASUREMENT SHALL BE MADE.

1 N R RE .

MEAERE-25+3"CH 96 /MG, B E ¥R FE

IT SHALL

THE JACK SHALL BE STORED AT A TEMPERATURE

OF 40+2°C AND A HUMIDITY OF 90% TO 96% FOR
HUMIDITY 96 Hr. THEN THE JACK SHALL BE MAINTAINED

4.6 TEST AT STANDARD ATMOSPHERIC CONDITION FOR 1

BB R Hr FOR OTHER PROCEDURES.

E 404£2°C . FAHNHEE B 90~96%Hr 355+ 96
NEFJE , PR RERUBE IE B PR 5T 1 /NS S EAT IR

THERE SHALL BE NO DAMAGE ON
APPEARANCE .

MECHANICAL AND ELECTRICAL
CHARACTERISTICS SHALL BE
SATISFIED.

SAMERF, WA THIR, BastERE.

UNLESS OTHERWISE SPECIFIED.

AND TESTS ARE AS FOLLOWS:

THE STANDARD RANGE OF ATMOSPHERIC
CONDITIONS FOR MAKING MEASUREMENTS

STANDARD | (1) AMBIENT TEMPERATURE : 5°C TO 35°C

4_7|ATMOSPHERIC| (53 RE| ATIVE HUMIDITY :-45% TO. 85%

(1) #HEHN5~-35C.
(2) ®BE K 45%~85%:
(3) AJEHh 86Kpa~106Kpa .

CONDITIONS | (33 ‘AIR PRESSURE :.86Kpa TO 106Kpa
WRAERE | e fe ot ol FIRRA . R SFW T -

PRACTICAL
TEMPERATURE| -16°C~+60°C .

RANG #E-16°C~+60°CEE P4 A .
5 PR FE VG R




