SHENZHEN XIEJIAELECTRONICSCO.,LTD.| XH4%H%S XJ-SP-2003
o L A T N S KA E 2008 £ 4 A 9H
SPECIFICATION #l#%1 % B AR #1770 3R
MODEL NO.

P& . DS-223 DS-224 DS-225 DS-226 DC-229 DS-230 DS-235
DS-238 DS-239 DS-240 DS-241 DS-242 DS-243

DRAWN ] 1 APPD. & =
1. RATING (F = fi) : DC 30V 0.3A
2. ELECTRICAL CHARACTERISTICS (HSMEEHIM):
ITEM HH TEST CONDITIONS R4 PERFORMANCE  ##%
CONTACT
5 1| RESISTANCE | MEASURED AT 1KHz SMALL CURRENT(100 mA OR LESS) | 100mQ MAX.
£ fuh o, PR 7E 1KHz $5/NEH (100mA) BRI 100 Z R LA T

APPLY A VOLTAGE OF 500V DC FOR 1 MIN.

TO FOLLOWING PORTIONS AFTER WHICH MEASUREMENT
SHALL BE MADE:

(1) BETWEEN BODY AND CONDUCTOR

INSULATION | (2) BETWEEN CONDUCTORS NOT TO BE CONTAC 100MQ  MIN

2.2| RESISTANCE | (3) BETWEEN CONDUCTORS NOT TO BE WHEN PLUG IS INSERTED. 100 3K Bk 1L N

4 g i FR I\ 500V DC HFE 1 4M40, 12 DA F el v Mk -
(1) RS HE ).

(2) FRE:AHTHE 2 7]

(3) Sk HB NN AR AR 2 o]

AC 500V rms(50-60Hz) FOR 1 MIN TRIP CURRENT:0.5 mA
(1) BETWEEN BODY AND CONDUCTOR

(2) BETWEEN CONDUCTORS NOT TO BE .CONTACT
DIELECTRIC | (8) BETWEEN CONDUCTORS'NOT TO.BE WHEN PLUG IS INSERTED.| WITHOUT DAMAGE TO
2.3 STRENGTH i\ AC- 500V(50-60HZ) BLfE , 1. 4Nt i 0.5mA 3T | PARTS ARCING OR

[z B 5 AR - BREAKDOWN ETC.

(1) FEEEEEHHZIA . BRBGWAREFRE .
(2) AEM M IR .
() LIRS ANl B2 ] .
3 _MECHANICAL CHARACTERISTICS (HLMtE:fE S )
ITEM JiH TEST CONDITIONS k4 PERFORMANCE %

CONNECTION MEASUREMENT SHALL BE MADE AFTER CONNECTING AND
FORCE DISCONNECTING USING STANDARD PLUG GAUGE 3 TIMES. (0.3~3Kgf)

BwWANDE WYEFFAER) PLUG GAUGE /i 3 WK3kIEBIIE .

3.1
DISCONNECTION | MEASUREMENT SHALL BE MADE AFTER CONNECTING AND
FORCE DISCONNECTING USING STANDARD PLUG GAUGE 3 TIMES. (0.3~3Kgf)
w"l o E KAEFFAER) PLUG GAUGE 1 3 WIRIEFWISE «
THERE SHALL BE NO DAMAGE
TO THE TERMINAL SUCH AS
TERMINAL A STATIC LOAD OF 300gf SHALL BE APPLIED Eiég%cﬁoiiﬁﬁcﬁﬁ ILQXL'
30 STRENGTH TO THE TERMINAL FOR 15 SEC.IN ANY DIRECTION CHARACTERISTICS SHALL BE

i R B FEHHRT AR — AN J7 1 300gF JIEEIRR, NN 15 %, | sATISFIED.

EHWT AR MEHERE .
R THIM - Atk fe.
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4. DURABILITY (fit%]%) :
ITEM TiH TEST CONDITIONS  #liR4&f PERFORMANCE  #i#%
THE TOP OF THE TERMINALS SHALL BE
SOLEf%B" DIPPED 2mm IN THE SOLDER BATH OF THE AREA OF SOLDERING
4.1 230+5°C FOR 3+0.5 SECONDS. . -
TEST ‘ O - N SHOULD BE OVER 75%.
ARy | 0T DERBERASIERME 2 &, i YREBTAEA 75%BLE,
B 230+5°C, H}iEA 3+0.5 #b.
(1) . TEMPERATURE AND IMMERSING TIME
1S R 12 5 I 1]
TEMPERATURE TIME
wE (C) e (S)
DIP SOLDERING 26045 as
RESISTANCE o = 1 WITHOUT DEFORMATION OF CASE OR
TO MANUALSOLDERING EXCESSIVE LOOSENESS OF TEMINALS
4.2| SOLDERING - 360+10 3%l ELECTRICAL CHARACTERISTICS SHALL
HEAT TEST BE SATISFIED.
T PR (2) .IMMERSION DEPTH: EAETRTY , e & FHLBR. FaAstERe.
IMMERS 10N DEPTH UP TO THE SURFACE OF THE BOARD
THICKNESS OF PRINTED WIRING BOARD 1.6mm
R
WL ZET (PCB) AEis FUTHE 1.6mm;
WITHOUT LOAD:
CONNECTION AND DISCONNECTION SHALL (1) CONTACT RESISTANCE SHALL
BE MADE WITH THE MATING PLUGS AND BE 200mQ MAX.
JACKS FOR 5,000 CYCLES AT A SPEED (2) MECHANICAL AND ELECTRICAL
43| LIFE TEST OF 10 TO 25 CYCLES/MIN. CHARACTERISTICS SHALL BE
Sl B4R | TR SATISFIED.
WS TS plug(REER FHOKDE
1 Z4FA L 10~25 KEEE , 3HT 5,000 & (1) HEfhBEAEERET 200mQ.
AL R, (@) HE. WETHMR. Baetas.
THE JACK SHALL BE STORED AT A TEMPERATURE THERE SHALL BE NO DAMAGE ON
OF 85+2°C FOR 96 HOURS.AND THEN IT SHALL APPEARANCE
44| HEAT TEST CB:SNSEJE;]C')ENCST EF%RTCi L*;ERC%TTESL\A','HEI%HRECOVERY MECHANICAL AND ELECTRICAL
- it HaR I CHARACTERISTICS SHALL BE

MEASUREMENT SHALL BE MADE.
BEFEIRE 8512°CH IR 96 /MG , FBE LR
FRERF 1 /NRRGE.

SATISFIED.
SPMTERFE , WA THU, Rk,
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COLD TEST

THE JACK SHALL BE STORED AT A TEMPERATURE

OF -25+3C FOR 96 HOURS. AND THEN
BE SUBJECTED TO THE CONTROLLED RECOVERY

4.5 CONDITIONS FOR 1 HOUR AFTER WHICH

W R% | NEASUREMENT SHALL BE MADE.

1 N R RE .

MEAERE-25+3"CH 96 /MG, B E ¥R FE

IT SHALL

THE JACK SHALL BE STORED AT A TEMPERATURE

OF 40+2°C AND A HUMIDITY OF 90% TO 96% FOR
HUMIDITY 96 Hr. THEN THE JACK SHALL BE MAINTAINED

4.6 TEST AT STANDARD ATMOSPHERIC CONDITION FOR 1

BB R Hr FOR OTHER PROCEDURES.

E 404£2°C . FAHNHEE B 90~96%Hr 355+ 96
NEFJE , PR RERUBE IE B PR 5T 1 /NS S EAT IR

THERE SHALL BE NO DAMAGE ON
APPEARANCE .

MECHANICAL AND ELECTRICAL
CHARACTERISTICS SHALL BE
SATISFIED.

SAMERF, WA THIR, BastERE.

UNLESS OTHERWISE SPECIFIED.

AND TESTS ARE AS FOLLOWS:

THE STANDARD RANGE OF ATMOSPHERIC
CONDITIONS FOR MAKING MEASUREMENTS

STANDARD | (1) AMBIENT TEMPERATURE : 5°C TO 35°C

4 7| ATMOSPHEIC | (o3 "RELATIVE HUMIDITY :-45% TO. 85%

(1) #HEHN5~-35C.
(2) ®BE K 45%~85%:
(3) AJEHh 86Kpa~106Kpa .

CONDITIONS | (33 “AIR PRESSURE :.86Kpa TO 106Kpa
WRAERE | emaie it ol TR . R SFW T -

PRACTICAL
TEMPERATURE| -16°C~+60°C .

RANG #E-16°C~+60°CEE P4 A .
5 PR FE VG R




