SHENZHEN XIEJIA ELECTRONICS CO., LTD.| MXH%%S XJ-SP-2603
TR N A KA H 2008 £ 3 A 20 H
SPECIFICATION k&P % B iR F1W *£3W
MODEL NO.
P& M. ST-222 ST-223 ST-225 ST-412 ST-413
ST-414 ST-415 ST-416 ST-603 ST-613
DRAWN ]l T APPV._ # =
1. RATING (Hi = 1H) : DC 30V 0.3A
2. ELECTRICAL CHARACTERISTICS (HSMEBEMAR):
ITEM JiH TEST CONDITIONS  MiR&A4 PERFORMANCE 4%
CONTACT
2.1| RESISTANCE |MEASURED AT 1KHz SMALL CURRENT(100 mA OR LESS) |100mQ WAX.
ol e L 7E 1KHz /N (100mA AR JUER. . 100 ZPFR LA F
APPLY A VOLTAGE OF 500V DC FOR 1 MIN.
TO FOLLOWING PORTIONS AFTER WHICH MEASUREMENT
SHALL BE MADE:
(1) BETWEEN BODY AND CONDUCTOR
INSULATION | (2) BETWEEN CONDUCTORS NOT TO BE CONTACT 100MQ  MIN
2.2| RESISTANCE | (3) BETWEEN CONDUCTORS NOT TO BE WHEN PLUG IS INSERTED. 100 3k Bk bl -
WEHEME | s\ 500V DC HUE 1 44, % BT B IR - .
(1) HEEESHHZR.
(2) DB MHER 2 R .
(3) K4 N I R B il B 2 17
AC 500V rms(50-60Hz)FOR 1 MIN TRIP CURRENT:0.5 mA
(1) BETWEEN BODY AND CONDUCTOR
(2) BETWEEN CONDUCTORS NOT TO BE CONTACT
DIELECTRIC | (3) BETWEEN CONDUCTORS-NOT TO BE WHEN PLUG IS INSERTED. | WITHOUT DAMAGE TO
2.3 STRENGTH # A AC 500V (50-60HZ) L[k , 1 4 ST il 0.5mA, & L F | PARTS ARCING OR
i e B P - BREAKDOWN ETC. »
(1) FEASHEBZA. BRBRPATRHE -
(2) A E:ful i HE B Z )
(3) i Ldd N B 7S 2 ik e i 22 1]

3. MECHANICAL CHAR

ACTERISTICS (HLBR Tk BESN4%)

ITEM %iH TEST CONDITIONS R4/t PERFORMANCE  ##&
CONNECTION | MEASUREMENT SHALL BE MADE AFTER CONNECTING AND
FORCE DISCONNECTING USING STANDARD PLUG GAUGE 3 TIMES. (0.3~3KgF)
WAL E RIBFFUERT PLUG GAUGE 4§ 3 KkiE /R IIIE .
3.1
DISCONNECTION| MEASUREMENT SHALL BE MADE AFTER CONNECTING AND
FORCE DISCONNECTING USING STANDARD PLUG GAUGE 3 TIMES. (0.3-3KgF)
"W B | HKIERMER PLUG GAUGE fif 3 WikidmillE .
THERE SHALL BE NO DAMAGE
TO THE TERMINAL SUCH AS
TERMINAL | A STATIC LOAD OF 300gf SHALL BE APPLIED CRACKS, LOOSENESS OR PLAY.
3.2| STRENGTH |TO THE TERMINAL FOR 15 SEC.IN ANY DIRECTION ELECTRICAL AND MECHANTCAL
- ‘ CHARACTERISTICS SHALL BE
WTIRE | ZEHEMRTREE— T i 300gF SRR, BHE 15 8. | SATISFIED.

TEHM BRI REERE
WA THUB . AR ERe
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4. DURABILITY (fif %) :
ITEM TRH TEST CONDITIONS 44 PERFORMANCE  #i#%
THE TOP OF THE TERMINALS SHALL BE
50LE$$¢‘B' DIPPED 2mm IN THE SOLDER BATH OF THE AREA OF SOLDERING.
4.1 TgsT 230+5°C FOR 3+0.5 SECONDS. SHOULD BE OVER 75%.
AEHR TS U TGRSR A G R 2mm €, & HERMES 75% k.
&N 230+5°C, BEN 3+0.5 #.
(1) . TEMPERATURE AND IMMERSING TIME
B KRR B H
TEMPERATURE TINE
wE CC) it (S)
DIPngE;fRING 6045 ael
b4
RES1STANCE | MANUALSOLDERING WITHOUT DEFORMATION OF CASE OR
TO = 360£10 3+l EXCESSIVE LOOSENESS OF TEMINALS
4.2| SOLDERING ELECTRICAL CHARACTERISTICS SHALL
HEAT TEST BE SATISFIED.
! (2) . IMMERSION DEPTH: -
WA | | MERSION DEPTH UP TO THE SURFACE OF THE| AMERIE, Rl THM. FaStae.
BOARD
THICKNESS OF PRINTED WIRING BOARD 1.6mm
R
B R 25T (PCB) A1+ FASRE 22 6.
WITHOUT LOAD:
CONNEGTION AND DISCONNECTION SHALL (1) CONTACT RESISTANCE SHALL
BE MADE WITH THE MATING PLUGS AND BE 200mQ MAX.
JACKS FOR 5,000 CYCLES AT A SPEED
LIFE TEST OF 15 TO 18 CYCLES/MIN. (2) MECHANICAL AND ELECTRICAL
4.3 ERR T Hh A - CHARACTERISTICS SHALL BE
KgEE T HARME plug(REZELZ THOK)#E SATISFIED.
1 48P BL 15~18 B3R B, 31T 5,000 X (1) #HAmhsRFERREET 200mQ,
A i o
(2) He. BHETUM. Btk
THE JACK SHALL BE STORED AT A TEMPERATURE| o .\ oo (oo o o
OF 85+2'C FOR 96 HOURS AND THEN IT SHALL | \oof v e
44| HEAT TEST ggNgﬁ$ﬂ§$§E3ﬁJ2_LBERCXEﬁggjhﬁE}FECOVERY MECHANICAL AND ELECTRICAL
4 iR CHARACTERISTICS SHALL BE

MEASUREMENT SHALL BE MADE.
MEAERE 85£2°CHAK 96 /M5 , HEIEH
SR 1AERIE.

SATISFIED.
SPITFF , R THUM, AR PERE.
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THE JACK SHALL BE STORED AT A TEMPERATURE

OF-25+3°C FOR 96 HOURS AND THEN 1T SHALL
BE SUBJECTED TO THE CONTROLLED RECOVERY

a.5| “OLD TEST | coNDITIONS FOR 1 HOUR AFTER WHICH
A% | MEASUREMENT SHALL BE MADE.
B IEEE-25+3°CH 96 /NG , BB S THERE SHALL BE NO DAMAGE ON
th 1 MR APPEARANCE .

MECHANICAL AND ELECTRICAL

CHARACTERISTICS SHALL BE
THE JACK SHALL BE STORED AT A TEMPERATURE| SATISFIED.

OF 40+2°C AND A HUMIDITY OF 90% TO 96% FOR| /MAERF , WE THIM, asrEae.
HUMIDITY |96 Hr, THEN THE JACK SHALL BE MAINTAINED
4.6 TEST AT STANDARD ATMOSPHERIC CONDITION FOR 1
¥WIigR% | Hr FOR OTHER PROCEDURES.

HE 40+2°C . FAHRYBE A 90~96%Hr 3% 96
INEHE , FRRERROBCEE IE 3R 58 1 /i e BEAT IR

UNLESS OTHERWISE SPECIFIED.

THE STANDARD RANGE OF ATMOSPHERIC
CONDITIONS FOR MAKING MEASUREMENTS
AND TESTS ARE AS FOLLOWS:

STANDARD = | AMBIENT TEMPERATURE : 5°C TO 35C
4_7|ATMOSPHERIC| pE) ATIVE HUMIDITY : 45% TO 85%
CONDITIONS | AyR PRESSURE ~ : 86Kpa TO 106Kpa
WREHERT | A s (oS 00T MORIRE . 58, SRS F:
(1) EEH5~-35C.

(2) 1BJEN 45%~85%.

(3) AJEN 86Kpa~106Kpa.

PRACTICAL
TEMPERATURE| -16°C~+60°C

RANG #E-16°C~+60°CIEE A

15 PR VG R




