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MODEL NO.
MR AR . ST-413
DRAWN [l iT APPV. & 3=
1. RATING (F & i) . DC 30V 0.3A
2. ELECTRICAL CHARACTERISTICS (HAMERERAR):
ITEM TiH TEST CONDITIONS W4t PERFORMANCE  H#i#&
CONTACT
5 1| RESISTANCE |MEASURED AT 1KHz SMALL CURRENT(100 mA OR LESS) |100mQ MAX.
) i | 75 1KHZ BRI (100mA LUF) IR . 100 ZFK LT .
APPLY A VOLTAGE OF 500V DC FOR 1 MIN.
TO FOLLOWING PORTIONS AFTER WHICH MEASUREMENT
SHALL BE MADE:
(1) BETWEEN BODY AND TERMINAL
INSULATION | (2) BETWEEN TERMINAL NOT TO BE CONTACTED
5 2| RESISTANCE | (3) BETWEEN TERMINAL NOT TO BE CONTACTED WHEN PLUG 1S 100MQ MIN.
2 45 1 L INSERTED. 100 JKBR A k.
#I\ 500V DC BEHs 1 4344, 4% DA B2 il 75 B 0U3R -
Q) HEERASHERZ .
(2) REMmKHRZH .
(3) LB RE MR 2 A .
AC 500V rms(50=60Hz)FOR 1 MIN TRIP CURRENT:0.5 mA
(1) BETWEEN BODY AND TERMINAL
(2) BETWEEN TERMINAL NOT TO BE.CONTACTED
(3) BETWEEN TERMINAL NOT TO-BE CONTACTED WHEN PLUG 1S| \yyTHOUT DAMAGE TO
DIELECTRIC INSERTED. PARTS ARCING OR
2.3 | STRENGTH  I'gh A\ AC 500V (50-60HZ)HSE , 1 /MR s K 0.5mA, 3 DL T BREAKDOWN ETC.
T P e 7 A - VT 8 S R IE R
(1) WHERESHRZ .
(2) REMmmHEE A .
(3) Tk #E A\ IR RE A He B 2 1A) .
3. MECHANICAL CHARACTERISTICS (HLHKMEBE#4%)
ITEM JiH TEST CONDITIONS  liR4&4 PERFORMANCE  ¥i#%
INSERTION MEASUREMENT SHALL BE MADE AFTER INSERTION AND
FORCE DISCONNECTING USING STANDARD PLUG GAUGE 3 TIMES. (0.3~3KgF)
WwWANNOE WIRFFYER) PLUG GAUGE it 3 WIRIEJEIIE «
3.1
WITHDRAWAL | MEASUREMENT SHALL BE MADE AFTER INSERTION AND
FORCE WITHDRAWAL USING STANDARD PLUG GAUGE 3 TIMES. (0.3~3KgF)
ki hE IRIEFFAER) PLUG GAUGE fit 3 KikIEFIIE .
THERE SHALL BE NO DAMAGE
TO THE TERMINAL SUCH AS
TERMINAL | A STATIC LOAD OF 300gf SHALL BE APPLIED CRACKS, LOOSENESS OR PLAY.
3.2| STRENGTH |TO THE TERMINAL FOR 15 SEC.IN ANY DIRECTION ELECTRICAL AND MECHANICAL
- g CHARACTERISTICS SHALL BE
Ui ¥ SRR FEHEHIRTE R — AT [0 300 F JJBEMR, iHIE % 15%5. | SATISFIED.
FEHHT BB RTT RE%RE .
LT O . A bkag.
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PRACTICAL
TEMPERATURE | -16°C~+60°C .
3 RANGE | 7 16°C-+60 CHARTAIA.
13 FH ¥R % Yo
4. DURABILITY (fif=i&) :
ITEM TiH TEST CONDITIONS  WIR%&M PERFORMANCE A%
WITHOUT LOAD:
CONNECTION AND DISCONNECTION SHALL (1) CONTACT RESISTANCE SHALL|
BE MADE WITH THE MATING PLUGS AND BE 200mQ MAX .
JACKS FOR 5,000 CYCLES AT A SPEED (2) MECHANICAL AND ELECTRICAL
4.1| “'FE TEST | OF 15 TO 18 CYCLES/MIN. CHARACTERISTICS SHALL BE
Bl | TR SATISFIED.
Beia T K plug(REZETHLH)E (1) B AR BT 200mQ.
1 4h AL 15~18 K, 31T 5,000 & (2) HE. WETHM. B,
BA. K.
THE SWITCH SHALL BE STORED AT A TEMPERATURE
OF 85+2°C FOR 96 HOURS AND THEN IT SHALL
HEAT TEST | BE SUBJECTED TO THE CONTROLLED RECOVERY
4.2 fitHita, | CONDITIONS FOR 1 HOUR AFTER WHICH
o MEASUREMENT SHALL BE MADE.
TR EAEEE 85+2 CHlIR 96 M 5, FRE IEH
ZEA 1A RIE
THE SWITCH SHALL BE STORED AT A
TEMPERATURE OF —25+3°C FOR 96 HOURS THERE SHALL BE NO DAMAGE ON
4 3| COLD TEST | AND THEN IT SHALL BE SUBJECTED TO THE APPEARANCE .
| f®ik® | CONTROLLED RECOVERY CONDITIONS FOR 1 HOUR | MECHANICAL AND ELECTRICAL
AFTER WHICH MEASUREMENT SHALL BE MADE. CHARACTERISTICS SHALL BE
WEARE-25+3°CH 96 /M JE , BREHRFIE SATISFIED.
B /NSRS SMRTERE, WETHU, BastEns.
THE SWITCH SHALL BE STORED AT TEMPERATURE
OF 40+2°C AND HUMIFITY OF 90% TO 96% FOR
HUMIDITY | 96 HOURS,THEN THE SWITCH SHALL BE
44 TEST  MAINTAINED AT STANDARD ATMOSPHERIC
S R CONDITION FOR 1 Hr FOR OTHER PROCEDURES
MWAE | BE MADE.
TE 40+2°C - FIAEXHRE R 90~96%FF I H 96 /)
WG, B FEBURAE IEH IR 1 /ST IR
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UNLESS OTHERWISE SPECIFIED.
THE STANDARD RANGE OF ATMOSPHERIC
CONDITIONS FOR MAKING MEASUREMENTS
AND TESTS ARE AS FOLLOWINGS:
STANDARD | AMBIENT TEMPERATURE : 5°C TO 35°C
4_5|ATMOSPHERIC pe) ATIVE HUMIDITY : 45% TO 85%
CONDITIONS | AjR PRESSURE : 86Kpa TO 106Kpa
WEBERE | 29030 oo FORBRE . BB, AUEMT -
(1) iREH 5~35C.

(2) BEH 45%~85%.

(3) A JEN 86Kpa~106Kpa.

THE TOP OF THE TERMINALS SHALL BE DIPPED
SOLDERA-" | 5 IN THE SOLDER BATH OF 230+5°C FOR

THE AREA OF SOLDERING.

4.6 B;EQ$Y 310.5 SECONDS SHOULD BE OVER 75%
ARk | T SERBIRABH 2mm B, @B 23045, FREBEAR 75%8 L.
ek 3+0. 5 #.
(1) .TEMPERATURE AND TMMERSING TIME
B K R B i 1)
TEMPERATURE | _ TINE
&BE (C) M [E] (S)
DIP [SOLDERING 26045 341 WITHOUT DEFORMATION OF CASE OR
RESISTANCE 7 5 ~ ~ EXCESSIVE LOOSENESS OF
47|10, SOLDERING| MANUAL SOLDERING [~ 7 341 TERMINALS ~ MECHANICAL ~ AND
-1 HEAT TEST F + + ELECTRICAL ~ CHARACTERISTICS

RS |(2) TMMERSION DEPTH:
IMMERSION DEPTH UP TO THE SURFACE

OF THE BOARD THICKNESS OF PRINTED
WIRING BOARD 1.6mm.

RO
BEOREEER(PCB)RME, HEHRFEHN 1.6mm.

SHALL BE SATISFIED.
BT, R THMN. Batkhe.




