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SPECIFICATION Hi#%$ A IR F1W #£3W

MODEL NO.
FEEE R . PS-22F47
DRAWN | iT APPD. i 3=
1. RATING (& =& fi) : DC 50V 0.3A
2. FUNCTION (Ef&iR) : 2P2T
3. TIMING  (iflal%st) : NON-SHORTING
4. ELECTRICAL CHARACTERISTICS (HSMEREHKE):
ITEM TiH TEST CONDITIONS  WRZ&AHE PERFORMANCE 4%
CONTACT MEASURED AT 1KHz SMALL CURRENT(100 mA OR LESS) | 50 0 yiax
4.1 RESISTANCE 7 1KHz ®] Pt (L00mA) 1) ™ ik -
B ol e FHL ) 30 ZRK LT,
APPLY A VOLTAGE OF 500V DC SHALL BE APPLIED FOR
1 MIN AFTER WHICH MEASUREMENT {BE MADE:
INSULATION (1) BETWEEN TERMINALS.
4 2| RESISTANCE | (2) BETWEEN INDIVIDUAL TERMINALS AND FRAME. 100MQ MIN.
% 5 v, B I\ 500V DC HLH& 1 7p44, $ DL T Eefil 73l - 100 JKBK A E .
(1) HEMAREZIR.
(2) HME7ZIE .
AC 500V rms(50-60Hz)FOR 1 MIN TRIP CURRENT:0.5 mA
(1) BETWEEN TERMINALS.
DIELECTRIC | (2) BETWEEN INDIVIDUAL TERMINALS AND FRAME. WITHOUT DAMAGE TO
4.3 STRENGTH WA AC 500V (50-60Hz) Hi s, 1 438 B IR H O_5mA, % EQEZEDS\VFV‘,S 'NSTSR
(1) HEAHEZ ). : )
(2) HM S5 FZE .
5 _MECHANICAL CHARACTERISTICS (HLAK I fe 4% )
ITEM TiH TEST CONDITIONS WA PERFORMANCE  ¥i#%
OPERATING MEASUREMENT SHALL BE MADE AT THE NEAREST
- FORCE POINT OF THE COMPONENT OR AT THE POINT 250G FL1000F
- sl 3mm FROM THE TIP OF THE ACTUATOR (KNOB). gr=1o%
7P B A AT Smm VRS SE A .
ELECTRICAL
CHARACTERISTICS
TERMINAL A STATIC LOAD OF 500gf SHALL BE APPLIED iT#th$ED§QXéEFéED
5.2 STRENGTH TO THE TERMINAL FOR 15 SEC. IN ANY DIRECTION EXCESSIVE LOOSENESS OF
i F R B TEHF RIS — /N7 0 500gF A BERRR, A 15 % | TERMINALS.
TEHH D RERIT M35 R
W, WETIMR. BSHEee.
DISPLACEMENT | A STATIC LOAD OF 10 N(1KgF)SHALL BE APPLIED THE LEVER SHALL HAVE
OF ACTUATOR | TO THE TOP OF THE ACTUATOR(KNOD) AND THEN NO SERIOUS DEFORMATION
5.3 (KNOB) DISPLACEMENT SHALL BE MEASURED TO THE DIR- | AND FUNCTION 1S
o ECTION OF THE ARROW. NORMALLY .
FEREHI AT EE N LKgF AR, M N ETE M LR . | WS EAT, AT AR T k.
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6. ENDURANCE CHARACTERISTICS (fif%f%)
ITEM IRE TEST CONDITIONS 344t PERFORMANCE B
(1)CONTACT RESISTANCE (dEfihrafH)
ENDURANCE WITHOUT LOADING: 100m@ MAX. 100 ZMKLLF
A SWITCH SHALL BE SUBJECTED TO 10,000 |(2)INSULATION RESISTANCEC*ZK i)
CYCLES AT A SPEED OF 15 TO 18 CYCLES 50MQ MIN. 50 JERKLLE.
LIFE PER MINUTE WITHOUT LOADING. ()WITHSTAND VOLTAGE(iif FEE)
6.1|  TEST T - AC 500V,1 MINUTE.AC 500V 1 4.
HFWRE | ELAMRIEZET LGS 15~18 Bl (4)0P53R(¢0/T'INNGI TFIOARLCEV(Af'Efgﬁ )
FEEEHEAT 10,000 JKIGIAR - +30% -
A5 Ak, Y B ) 45 {5 £30% .
(5)WITHOUT DAMAGE TO PARTS ARCING
OR BREAKDOWN ETC.
ClR JE Sh R T84 L IF Bl S WU Re)
THE TOP OF THE TERMINALS SHALL BE
Sg%E??ﬁ‘ DIPPED 2mm IN THE SOLDER BATH OF THE AREA OF SOLDERING.
6.2| 1gsT 230+5°C FOR 3+0.5 SECONDS. SHOULD BE OVER 75%.
AEMRE W F ISR NG & 2mm v, BE SRR ER 75%L k.
H 230+5°C, Mf[AlA 3+0.5 .
(1) . TEMPERATURE AND IMMERSING TIME
WE KRR 5 BT
TEMPERATURE | TIME
wE CC) i) (S)
DIPinE;FRING 26045 ae1
RESISTANCE E: WITHOUT DEFORMATION OF CASE OR
TO MANUALSOL 3gBANG 360+10 341 EXCESSIVE LOOSENESS OF TEMINALS
6.3| SOLDERING = & ELECTRICAL CHARACTERISTICS SHALL
HEAT TEST BE SATISFIED.
it R | (2) - IMMERSION DEPTH: AT , B L THMR. HIBERE.
IMMERSION DEPTH UP TO THE SURFACE OF THE
BOARD
THICKNESS OF PRINTED WIRING BOARD 1.6mm
W
BEHWE 2P (PCB) AT FASEE ™ 1.6mm.
THE SWITCH SHALL BE STORED AT A
TEMPERATURE OF -25+3°C FOR 48 HOURS.
THEN THE SWITCH SHALL BE MAINTAINED
COLD TEST | AT STANDARD ATMOSPHERIC CONDITIONS THERE SHALL BE NO DEFORMATION
6-4| Wwik® |FOR 1 HOUR AFTER WHICH MEASUREMENT OR CRACKS IN MOLDED PART'h
SHALL BE MADE. AMMERE WETFH. BEaStERE.,
BB -25+3°CH 48 /Mt , BB FIR
HEH 1 /SR T IR .
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THE SWITCH SHALL BE STORED AT A
TEMPERATURE OF 70+2°C FOR 48 HOURS.
THEN THE SWITCH SHALL BE MAINTAINED AT
6.5| HEAT TEST | STANDARD ATMOSPHERIC CONDITIONS FOR 1
M#IA% | HOUR AFTER WHICH MEASUREMENT SHALL BE MADE.
MEZERE 70:2°CH IR 48 /MG, HREIER E
WAL /NSRRI RE
THERE SHALL BE NO DEFORMATION
OR CRACKS IN MOLDED PART.
ST R T, ratERs.
THE SWITCH SHALL BE STORED AT A
TEMPERATUREOF 40+2°C AND A HUMIDITY
HUMIDITY | OF 90% TO 95% FOR 96 HOURS.THEN THE
5.6 TEST SWITCH SHALL BE MAINTAINED AT STANDARD
- B ATMOSPHERIC CONDITION FOR 1 HOUR AFTER
W RAK | WHICH MEASUREMENT SHALL BE MADE.
THE 40+2°C HIAHNHEEE R 90%~95% R BEH 96 /)
B G , B RRE IE B P8 1 /N JE AT I
UNLESS -OTHERWISE SPECIFIED.
THE STANDARD RANGE OF ATMOSPHERIC
CONDITIONS FOR MAKING_ MEASUREMENTS
AND TESTS ARE AS FOLLOWS:
STANDARD | (1) AMBIENT TEMPERATURE : 5°C TO 35C
6. 7| ATMOSPHEIC | (53 RE|ATIVE'HUMIDITY : 45% TO 85%
-*| CONDITIONS
CONDI* (3) AIR _PRESSURE .: 86Kpa TO 106Kpa
WEAERT | s oSt TN . B, <UEmT -
(1) ®EEHN5~35C.
(2) BEH 45%~85%.
(3) AJEN 86Kpa~106Kpa.
PRACT ICAL
&_g|TEMPERATURE| -161C~+60C..
) RANGE fE-16°C~+60°C PyfH i .
A B e




